Lighting Control

Electrically Held 30400 Amps, Class CLH
B Ordering Instructions Coil Table
= Technical Data see page 525. 60Hz Voltage Number
= Factory Modifications see page 533. 2400 024
= Dimensions see page 535. 1202 120
208 208
240 240
277 277
480 480
600 600
For other voltages and frequencies
see Factory Modifications page 465.
Class CLH, 600 Volts AC
Enclosure
NEMA 1® NEMA 3R /129 NEMA 4® NEMA 4X
Max N Open Type Stainless Steel Non-Metallic
Amp of
Rating Poles (NO) | Catalog No | Price $ Catalog No Price $ Catalog No | Price $ Catalog No | Price $ Catalog No | Price $
20© For 20 Amp. contactor see page 526.
3 CLHCO003*** 204. CLHCGO3*** 216. CLHC203*** 322. CLHCS03*** 489. CLHCX03*** 489.
0 6 CLHCO006*** 420. CLHCGO6*** 432. CLHC206*** 552. CLHCS06*** 690. CLHCX06*** 690.
9 CLHC009*** 636. CLHCG09*** 648. CLHC209*** 780. CLHCS09*** 975. CLHCX09*** 975.
12 CLHC012*** 852. CLHCG12*** 864. CLHC212*** 996. CLHCS12*** 1245. CLHCX12*** | 1245.
3 CLHDO003*** | 372. CLHDGO3*** | 432. CLHD203*** 600. CLHDS03*** 900. CLHDX03*** 900.
60 6 CLHDO006*** | 804. CLHD106*** 864. CLHD206*** 1145. CLHDS06*** 1491. CLHDX06*** | 1491.
9 CLHD009*** | 1236. CLHD109*** | 1296. CLHD209*** 1605. CLHDS09*** | 2086. CLHDX09*** | 2086.
12 CLHDO012*** | 1668. CLHD112*** | 1728. CLHD212*** 2092. CLHDS12*** | 2719. CLHDX12*** | 2719.
100 3 CLHE003*** 600. CLHEG03*** 720. CLHE203*** 912. CLHES03*** 1380. CLHEX03*** | 1667.
200 3 CLHF003*** | 1440. CLHFGO3*** | 1692. CLHF203*** 2250. CLHFS03*** 2811. CLHFX03*** | 3373.
300 3 CLHGO003*** | 3138. CLHG103*** | 3600. CLHG203*** 5175. CLHGS03*** 5664. — — 3 8
400 3 CLHHO003*** | 8760. CLHH103*** | 9912, CLHH203*** | 12282. CLHHS03*** | 13662. — — 8 5
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20 Amp Electrically Held Lighting Contactors® »"
0ld Catalog No New Catalog No 0ld Catalog No New Catalog No
CLHB00211t 21WE20AT CLHBGO2t1t 21WE20Bt
CLHB003ttt 21WE30At CLHBGO3tH 21WE30Bt
CLHB0041tt 21WE4QAt CLHBGO4tH 21WE40Bt
CLHB00611t 21WEG0AT CLHBGO61H 21WEG0BT
CLHB0081tt 21WEB0AT CLHBGO8H 21WE80Bt
CLHB01011t 21WE100AT CLHBG1011t 21WE100Bt
CLHB012ttt 21WE120At CLHBG12HH 21WE120Bt
Auxiliary Contact Blocks with Screw Terminals®
i Frame Auxiliary Contacts NC/Late Auxiliary Contact Block Obsolete | Current List
Size Amp NO | NC Break Mounting Position Position Location |Catalog No| Catalog No Price $
CLHB to CLHC | 20-30 Not Replaceable — OO0 O — — — — —
1 1 — — |1 Left 3TY7561-1A | 3TY7561-1AA00 | 24.
CLHD to CLHH | 60-400 1 1 — :3 1 ollat 2 Right 3TY7561-1B | 3TY7561-1AAQ0 | 24.
1 — 1 ‘ ro|4 Right — 3TY7561-1E 24
%%Z%RH S0400 1 1 - — = 3 Left 3TY7561-1K | 3TY7561-1KAOD | 24,
3TY7561-TAAD0 | Gontact Block 1 1 — O O O 4 Right 3TY7561-1L | 3TY7561-1KA00 | 24.
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Note: Replace *** with voltage from coil table. ®Dual voltage coils not available on 21W. ®For NEMA 4 painted steel enclosure, replace the 5th
Voltage Rating @24 volt coil not available on 200 through 400 amp sizes. digit “S” in the catalog number with “4".
Tungsten lamp loads, max volts: line to line, 480V AC, Q©If the fifth digit in the catalog number is a “G”, the ©For class 21W, 20 amp contactors only, see ordering
line to neutral, 277V AC.Ballast and other non-motor enclosure is a lift-off cover general purpose enclosure. information on page 526.
loads, 600V AC, breaking all lines. Ifitisa “1”, the gnclosure has a hinged cover. The"‘G”
Cault_iocrl]: Maximu:n a(;npere rtir}g;list_ed can_no;_be 2:53 iennsctls)"s:‘;%\‘l)vtlil(l)gr;lr\]/daﬁzeg;_??e KX" pilot device
applied to motor loads or other inductive switching. @®NEMA 12 Enclosures are UL Listed for NEMA 3R
One normally open and one normally closed auxiliary outdoor applications. Watertight conduit hubs or
contact supplied as standard. equivalent provision for watertight connection at the

conduit entrance shall be used.
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